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,1‘. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE md B - 12 . Wy
FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST Areo, 127 LED 127 LED
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INSTALLATION OF ALL SIGNAL EQUIPMENT. a : - 59‘_5 (VAR.x16")
, - 2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO |
U.S. 1 BUS. IS ASSUMED TO RUN - INSTALL ING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY CONFLICTS . | M95-2
' SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. | | | (24"x72")

IN A NORTH-SOUTH DIRECTION

3. THE CONTRACTOR SHALL VERIFY ALL PROPQOSED POLE AND .CABINET LOCATIONS
PRIOR TO INSTALLATION.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
. CABLE TO THE .APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

5. REFER TO SHEET 2 FOR DIMENSIONS OF STGNAL EQUIPMENT AND PAVEMENT : . ' v
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EA;"INSTALL CONCRETE FOUNDATION WITH A 16.5 FT. I15'~O” T) STEEL POLE WITH A 70 FT.
"~ MAST ARM., TRAFFIC SIGNAL HEADS AND SIGNS. (INSTALL 1-2 IN. AND 1-4 IN. SCHEDULE 80. 90
DEGREE PVC ELECTRICAL CONDUIT BENDS 'IN POLE BASE). ,

B. INSTALL NEMA SIZE “6” BASE MOUNTED CONTROLLER AND CABINET WITH CONCRETE PAD.
‘ (INSTALL 2-2 IN. AND 2-4 IN. SCHEDULE 80, 30 DEGREE PVC ELECTRICAL CONDUIT BENDS

IN CABINET BASE

C. INSTALL BASE MOUNTED METERED SERVICE PEDESTAL WITH 2 -2 IN. AND 1-4 IN. SCHEDULE 80
90 DEGREE PVC CONDUIT BENDS IN PEDESTAL BASE

D. INSTALL HANDHOLE.
E. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED.
F. INSTALL 4 IN. SCHEDULE 80, POLYVINYL CHLORIDE ELECTRICAL CONDUIT — SLOTTED

FOR PROPOSED UNDERGROUND ELECTRICAL SERVICE. CAP AND MARK CONDUIT 2 FT.
ABOVE GRADE AT UTILITY POLE FOR USE BY BGE FORCES. _

- SPECIAL NOTE:

| . , : .
/A ' | - ' 1. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL
! N : EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND
f& ‘ ' UTFLITIES. CONTRACTOR SHALL TEST PIT TO DETERMINE EXACT
LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO
- FUTURE ROAD WIDENING INSTALLING SIGNAL EQUIPMENT.

! ! TO BE DONE BY OTHERS
1 0 _ 2. INSTALL 3'-0” FT. DIAMETER x 15'-0" DEEP FOUNDATION FOR

SIGNAL POLE BASE IN LEIU OF 4’'-0" FT. DIAMETER x 10’ -0"
DEEP FOUNDATION.

G. INSTALL 4 IN. SCHEDULE 80. PVC ELECTRICAL CONDUIT ~ TRENCHED FOR
- PROPOSED UNDERGROUND ELECTRICAL SERVICE. —

‘H, TINSTALL 2 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT ~ TRENCHED FOR
PROPOSED UNDERGROUND ELECTRICAL SERVICE.

J. INSTALL 2 IN. SCHEDULE 80. PVC ELECTRICAL CONDUIT - TRENCHED FOR
PROPOSED UNDERGROUND TELEPHONE SERVICE. CAP AND MARK CONDUIT 2 FT. 2
ABOVE GRADE AT UTILITY POLE FOR USE BY VERIZON FORCES. B - <95¢

K. INSTALL 24 IN. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC
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